MARICOPA COUNTY
Department of Transportation

MEMORANDUM

Date: April 7, 2010
To: MAG Specifications and Details Committee
From: Robert Herz, MCDOT Representative

Subject:  Miscellaneous Bloopers Case 10-01 B

PURPOSE: Correct typographical errors from 2010 revisions.

REVISION: Correct Sieve size in Table 715-1
Insert missing word in section 340.2.1

See attached sheets

2901 West Durango Street  Phoenix, Arizona 85009  Phone: 602-506-4760 Fax: 602-506-5969



SECTION 715

Revised 2010

TABLE 715-1
SLURRY SEAL AGGREGATE
PIBVESIZE %PASSING | % PASSING 54 BASSING
G ) 3/% 100 100 100
No. 4 100 85/100 70/90
No. 8 90/100 65/90 45/70
No. 16 65/90 45/70 28/50
No. 30 40/60 30/50 19/34
No. 50 25/42 18/30 12/25
No. 100 15/30 10/21 7/18
No. 200 10/20 5/15 5/15
| | Emulsified Asphalt content as a % of Dry Wt. Of
i Aggregate (approx.) ASTM D-3910 (W.T.A.T. TEST) 18 16 14
. . %
| st rmim by iR | 1o
Pounds of Aggregate per Square Yard (approx.) 8-10 12-18 18-25
£nd of Section

715-2




SECTION 340
CONCRETE CURB, GUTTER, SIDEWALK, SIDEWALK RAMPS, DRIVEWAY AND ALLEY ENTRANCE
340.1 DESCRIPTION:

The various types of concrete curb, gutter, sidewalk, sidewalk ramps, driveways, and alley entrances shall be constructed to the
dimensions indicated on the plans and standard detail drawings.

340.2 MATERIALS:

Concrete shall be class B unless otherwise noted. Concrete shall conform to the re’quirements of Section 725.
1
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340.2.1 Detectable Warnings Detectable wamnings shall consist of raised truncated domes aligned in a square grid pattern in
conformity to the Americans witlDisabilities Accessibility Guidelines. Truncated domes shall have the following nominal
dimensions: base diameter of 1.070.9 inches minimurm) top diameter of 50 percent of the base diameter minimum to 65 percent |
of the base diameter maximum, and height of 0.2 inches. Dome center-to-center spacing of 2.35 inches, measured between the
most adjacent domes on the square grid. Dome center-to-center spacing for radial installations shall be 1.6 inches minimum and
2.4 inches maximum with a base-to-base spacing of 0.65 inches minimum. Detectable warnings shall contrast visually with E
adjoining surfaces. Visual contrast shall be obtained by color, use safety yellow or other approved color. The color shall be an
integral part of the material surface. The material is to be durable with a non-slip surface not subject to spalling, chipping,
delamination, or separation, All detectable warnings shall be approved by the jurisdictional agency prior to installation.

Expansion joint filler shall comply with Section 729.

!
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340.3 CONSTRUCTION METHODS:
Existing pavements and concrete, that are joined by new construction, shall be cut in accordance with Section 601.

The subgrade shall be constructed and compacted true to grades and lines shown on the plans and as specified in Section 301. All
soft or unsuitable material shall be removed to a depth of not less than 6 inches below subgrade elevation and replaced with
material satisfactory to the Engineer. When the Engineer determines that the existing subgrade consists of soils with swelling
characteristics, the moisture content shall be brought as close as possible to the optimum required for compaction. This shall be
done by the addition of water, by the addition and blending of dry suitable material or by the drying of existing material. The
subgrade shall then be compacted to a relative density of 75% minimum to 85% maximum with 80% as ideal.

Material displaced in the construction shall not be placed on the base and/or surfacing material already in place on the roadway
nor shall the excavated material be placed in such a manner as to interfere with access to property or traffic flow in the street.

Existing concrete sidewalks and driveways which abut the new sidewalks and driveway entrances shall be removed to a distance
required to maintain a slope as indicated by standard details or not to exceed 1 inch per foot where sidewalks are concerned.
Sawcutting is required at the match lines and payment will be made under the respective pay items as provided in the proposal.

Concrete curbs, gutters and sidewalks shall be constructed by the conventional use of forms, or may be constructed by means of
an appropriate machine when approved by the Engineer.

If machines designed specifically for such work and approved by the Engineer are used, the results must be equal to or better than
that produced by the use of forms. If the results are not satisfactory to the Engineer, the use of the machine shall be discontinued
and the Contractor shall make necessary repairs at his own expense. All applicable requirements of construction by use of forms
shall apply to the use of machines.

Forms conforming to the dimensions of the curb, gutter, sidewalk, sidewalk ramps, driveway, and alley entrance shall be carefully
set to line and grade, and securely staked in position. The forms and subgrade shall be watered immediately in advance of placing
concrete.

Forms shall be thoroughly cleaned each time they are used, and shall be coated with a light oil, or other releasing agent of a type
which will not discolor the concrete. The concrete shall be thoroughly spaded away from the forms so that there will be no rock
pockets next to the forms. The concrete may be compacted by mechanical vibrators approved by the Engineer. Tamping or
vibrating shall continue until the mortar flushes to the surface, and the coarse aggregate is below the concrete surface.

340-1 Revised 2010



